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8 Way HdC6irl8T

4 Way HdC6irl4T

HdC6irl4T HdC6irl8T
Video Bandwidth Single-link 165MHz (4.95Gbps)

Video resolutions 480i, 480p, 720p, 1080i, 1080p @60Hz

Audio Standards LPCM 7.1 ch, Dolby True H,  
DTS-HD Master Audio

Transmission range Full HD (1080@60p@24-bit colour)  
— up to 60m

ir Bandwidth 30 to 60KHz (wideband)

input TMdS Signal 148.5MHz
ESD Protection 
(Human Body Model)  

+/- 8kV (air-gap discharge),  
+/- 4kV (contact discharge) 

HdC6irl4T HdC6irl8T
HdMi input 1x HDMI, 1x Mini USB

HdMi Output 1x HDMI, 4x RJ45, 
1x IR out 

1x HDMI, 8x RJ45, 
1x IR out 

Receiver Input 1x RJ45, 1x IR out 

Receiver Output 1x RJ45, 1x HDMI 

Mechanical Specs
Housing Compact Steel Enclosure

Power Supply 1x 12V C 2.5A

Power Consumption 8W (system max.) 15W (system max.)

Specifications :

Features include :
Single Power Supply operates both Transmitter and  �
all Receivers PoE
Equalisers compensate for CatX cable lengths �
Infra Red repeater with broad device compatibility �
Instant operation without delay or latency �
EDID user selectable up to 16 options including  �
Learning Mode
Clever impedance balancing means it just works �
No signal quality loss, unlike some competing technology �

4 WAY / 8 WAY HDMI EXTENDER transmitter

Package Contents :
1x Transmitter �
1x Wideband IR Transmitter / Blaster �
1 x 12V DC 2.5A Power Supply Adaptor �
2x Mounting Ears �
1x User Manual �

Receivers HDC6IRLREC sold separately

up to 50m Single CAT5e or CAT6, PayTV compatible 
with IR repeater, HDMI loop through and EDID control

NEW

HDMI Extenders 4 way & 8 way


